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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 
~ Condition 0.1'.17 Ret.:ord Ke,eping Requirememts (c) 

PCI shall docume.nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

Monitor ID: 

Ba·ckground Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 
Running Down - .,_..... -

CARBON OR LAR 
SDS Shredder .RU~r;lf-ng - - ~ 

ATDU I OWS.·.·' Runprng - -
Area 8 --Tanks 52,53,54 Runpmg -
Tanks 02throu h 04 

- -
Distillation Unit RunnfmJ. -
Tank 51· ·~· 

~ 

Tank. 55 Runni 
~- ~ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

! Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

' \ Condition 0.1.17 Ret.:ord KE?eping Requirements (c) 
. 

PCI shall docume.nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

lnstrumen(Calibration Gases: . 
....-;- )-, 
-1 <i. Ch, 

v-v) 

Background lnstrunii:mt Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Running Down ,;_-- - -

Ru~11fng Down --- -
ATDU I OWS.·. ' Ru!)Ring Down - -- ~~-

i Area 8 --Tanks 52,53,54 R~rig Down 

Tanks 02throu h 04 
r: . - ~ ~~ 

' Distillation Unit Rur;JR.ing Down 

i /' 
~ 

~ 

Tank 51· Ru/g Down l' 
~ ~ 

~-

Tank 55 R~g Down ~-- =-

Revised 2/i0/09 
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D. 1. CARBON ADSORPTION MONitORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

\ Condition 0.1.17 ReL:ord KE?eping Requirements (c) 
PCI shall docume'nt compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Background lnstruni(mt Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Date Time 

Vapor Recovery System: Running Down 

CARBON·O~ 
- : ·- ,--.... 

SDS Shredd Runnfng Down 

./ 
~ - ~ 

ATDU I OWS • .;>·· Run~g Down - - -
Area 8 --Tanks 52,53,54 Running Down 

Tanks 02throu h 04 / - -
Distillation Unit Running Down 

/' 
--... - ~--~ 

Tank 51· Runpmg Down 'i': -
Tank 55 Run ing Down - - ~ 

Revised 2/l0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
Condition 0.1.17 ReGard KE?eping Requirements (c) 
PCI shall docume.nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Ba-ckground TrlstrumEmt Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR 

SDS Shredde 

ATDU I OWS.-.· ····· 

Area 8 --Tanks 52,53,54 
Tanks 02-throuah 04 

Distillation Unit 

Tank 51-

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

_Run~g Down 

Run~g Down 

Run;wg 

Ru?g 

Runrting 

Run 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

Date Time 

-

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

~-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n D.1.1 o Carbon Adsorber/Canister M'onitoring 

Condition 0.1.17 Ret.:ord KE}eping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Background lnstrurrii:mt Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down - ·- -
,/"" 

.Runnfng Down 
/'" - - -

· ATDU I OWS ... ' Running Dovvn 
/ - - ~ 

Area 8 -- Tanks 52,53,54 Running Down 

Tanks 02 -throu h 04 
- - -

Distillation Unit Down - r- -
Tank 51· Runntg Down ·f-

.--.. - -
Tank. 55 Runni~g Down 

I - - -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Gonditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 
~ Condition 0.1.17 Re<.:ord Keeping Requirements (c) 

PCI shall docume'nt compli~nce qy monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 
and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: ,• 

') (
1 1-l .. ( ?'' . 0 ._,.., // C' ./\ 

Date o~pi_ctrn: · 
. . t\. fo "(L 

·:} j Time:_ 

Shift:~ or Seco_m;l) 
... 

. ' 

Monitor ID: 1,''1 . ' OD c.· 

Instrument-Calibration GJ!_ses: h' ."-/ / . 
· · J s n '"' lf -c v1 "'""" !on ,(fl'1 

Ba~kground Instrument Reading: I 

0. () 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Ru/ 
Down 

If CARBON ' OR (!]~ 
.~- -- !1/ - ·-

/ 

SDS Shredde~ R~ Down 
0 If JIJ 

I 

I - -

ATDU I OWS. Ru~ Down 
/11 J If JJ 

I 

o , I () --
/ 

Area 8 --Tanks 52,53,54 Ru
1
7 Down 

1'12 J.' b !) ;J -
(Tanks 02 through 04} 0 - I 

I 

Distillation Unit R7g· Down If tJ 
I 

~ 7)12 rs, I () - -
I 

Tank 51· ~/g Down 
(l 1 I fJ tJ 

-~-

0 - -,.. ~ 

. ' .Jo '-I -
Tank. 55 Ru~/ Down I 

~ ) ( - - -

'-
{ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi6n 0.1.1 0 Carbon Adsorber/Canister rionitoring 

Condition 0.1.17 Ret.:ord KE;!eping Requirements (c) · · . 

PCI shall docume'nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background lnstruniemt Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

.. 
YIN Date Time 

'vapor Recovery System: Running Down : 

~. 
- .- -

CARBON OR LA * 

SDS Shredder Ru~Jnfng Down 
~ - -

ATDU I OWS.·. ,. Ru!J.Uing Down 
~ 

~ -
Area 8 --Tanks 52,53,54 Run ping Down - -
Tanks 02throu h 04 

'---

Distillation Unit Runryng. Down 
I 

~ -
I T~nk 51· Runn~.g Down 'f. -- ---

Tank. 55 Runnirig Down - -

Revised 2/i 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

( 

' Condition 0.1.17 Re<.:ord KE?eping Requirements (c) . 

PCI shall docume-nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: SivJ,· J~O _ 
. . "- \G. . 

Date of Inspection: ~ I Time: 
. S )-\- 'L' 

' ' -~. '..r'l"; .I { 
Shift: <t§t o.r Seco_nd) 

.~ -. 

Monitor ID: r1.' . Kct 
· · _ 1 n 1 e. 
lnstrumentCalibrati.on Gases: )_(SG 

·-
Ba-ckground Instrument Reading: 

I 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Re~~ystem: Running Down 
~ - : - -

CARBON 0 FLAjM:* 

SDS Shredder Runi}P:l-9 Down 
;k v r+ rv I - - -

ATDU I OWS.-. ' Running Down 
!?2). L3 n A \fJ - -

/ -
Area 8 --Tanks 52,53,54 Runn~ I:> own 

( ~ .'o :A.:) 0 rv -
(Tanks 02-throuQh 04) 

- -
Distillation Unit Run~- Down 

6c. 1 I]JJ/O A vv - --- -
Tank 51- Runn.mg Down 

/[D I () 
~-

'' 
I [ 0 ~ - ~ 

Tank. 55 Runn~ Down 
~oil 1-~10 /D rv ,.,.--- - /"' 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITOK;;~G LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M,onitoring 

' Condition 0.1.17 ReGard KE?eping Requirements (c) 

PCI shall document compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ·· 

Background -Instrument Readin-g: 

Location of Carbon I Unit Status I Inlet 

Control Device 

Running I Down 

CARBON OR 

SDS Shredder Down 

ATDU I OWS 1 Running I Down 

I 
Area 8 --Tanks 52,53,54 Running I Down 

Tanks 02throu h 04 / 
Distillation Unit Run~g· I Down 

Tank 51· 1 Running I Down 

Tank 55 1 Ru/,ing I Down 

Revised 2/10/09 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

;..Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

Condition 0.1.17 Re<..:ord Kf:?eping Requirements (c) . . 

PCI shall docume.nt CQQlpliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall· replace the carbon canister when breakthrough is detected as stated below under Note. 

lnstru.mentCalibration Gases: 

Ba"CkgroundlnstrunieofReadiiig: 

Location of Carbon 
Control Device 

Unit Status 

Running I Down 

CARBON OR LAR" 

SDS Shredder Runnfng Down 

ATDU I OWS .,-.. :· Running Down 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 /' 
Distillation Unit Running Down 

/ 
Tank 51· Running I Down 

Tank 55 Running I Down 
./ 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement·. 

YIN Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

e__ .. ~ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister llionitoring 
Condition 0.1.17 Re<.:ord Keeping Requirements (c) 
PCI shall docume'nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

lnwect;>ri(b· 
. ~yY)v\\ 

Date of lnsp~_ction:1 · 

- r~J \ \ , l 1 I , ~ - ~ 1 

Shift:~r SeJo_m;l) 

Monitor ID: 

Instrument Calibration Gases: 

Ba-ckground Instrument Reading: 
' . 

Location of Carbon 
Control Device 

Unit Status 

Running I Down 

CARBON OR 

SDS Shredde Ru~n~:~ Down 

ATDU I OWS.-. . .;··· Runnmg I Down 
I 

Area 8 --Tanks 52,53,54 Run;ng I Down 

Tanks 02-throu h 04 
Distillation Unit Run~ng. Down 

Tank 51· r Runrng I Down 

.. ' 

Tank 55 ·1 Running 
I 

I Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

'Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 
·~ Condition 0.1.17 Ret.:ord K~eping Requirerri~nts (c) 

PCI shall docume'nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument .. Calibration Gases: 

Ba·ckgroundlnstrunieilt Reading: 

Location of Carbon 
Control Device 

CARBON ' OR lrU.. 
SDS Shredder 

ATDU I OWS ' 

Area 8 --Tanks 52,53,54 
Tanks 02throuah 04 

Distillation Unit 

Tank 51· 

Tank. 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Run~ 

Runn;pg 

... I 
Running 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

--
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n D. 1.10 Carbon Adsorber/Canister M.onitoring 
-. Condition 0.1.17 Rec:ord Keeping Requirements (c) 

PCI shall docume'nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

I 
Instrument Calibration Gases: 

Ba·ckground Instrument Reading: 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Time 

Vapor Recovery System: Running Down 

~ 

.Runnfng Down --
ATDU I OWS.-. . {•"· Running Down 

,/"' 

Area 8 --Tanks 52,53,54 
Tanks 02-throu h 04 

Run_.!)ing Down 

Distillation Unit Rutu'llng Down 

Tank 51· Ru ing Down 

Tank 55 Ru!).llffig Down 

·---

Revised2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
' Condition 0.1.17 Rec..:ord Kl?eping Requirements (c) · · . 

?CI shall docume-nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date o:l!lspe_ction;s 

Shitt({FTI\t or Seconct) 

Ba·ckground Instrument Reading: 
. . . 

Location of Carbon 
Control Device 

Unit Status 

Vapor Recovery System: 

CARBON.OR~A~ 
SDS Shredd 

ATDU I OWS.-. ' 

Area 8 --Tanks 52,53,54 
Tanks 02throuah 04 

Distillation Unit 

Tank 51· 

Tank 55 

Revised2/f0/09 

Running 

~ 

Ru~g 

Ru~ 

Run~ 

Run? 

Runni 

Down 

Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement·_ 

YIN Date Time 

----

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 

\ "Condition 0.1.17 Ret:ord K~eping Requirements (c) . 

j • 

I 

PCI shall docume.nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 
. . 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

---~, ~ rv - ·- ~ 

CARBON OR FLAR 

SDS Shredder Rui)Rfng Down = - -
ATDU I OWS ·" Running 

~ 

Area 8 =-Tanks 52,53,54 Run~ 

Tanks 02throu h 04 
Distillation Unit Q. 

Tank 51· 
~-

Tank 55 Ru ning Down 

- ----- ---

VJ( 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 Ret.:ord KE}eping Requirements (c) 

PCI shall document compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan"ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

r-
• c_} 

.. -.;; 

Instrument Calibration Gases: 

Background lnstrurrii:mt Reading: 

Location of Carbon 
Control Device 

,.;•·· 

Area 8 --Tanks 52,53,54 
Tanks 02-through 041 

Distillation Unit 

Tank 51· 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Ru?P'tng Down 

' RuiJ.fling Down 

1 Runmng I Down 

I Ru9;.J)Jng . j D7 

1 Running I Down 
./ 

·1 Run~g I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement·. 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 
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D. 1. CARBON ADSORPTION MONitORING LOG FOR DAILY AND QUARTERLY 

,Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

1 ' 
'Condition D. 1'.17 Ret.:ord K~eping Requirements (c) 

. 

·· PCI shall docume.nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

! i and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID:VIf\ . . 
. J i \1() 

Instrument. Calibration Gases: 

Bm~kground lnstrurrii:mt Reading: 

Location of Carbon 
Control Device 

Unit Status 

Vapor Recovery System: -Running I Down 
/ 

CARBON OR / 
SDS Shredd Run'g Down 

ATDU I OWS.·. .~··- I Ru/ing Down 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02throu h 04 /' 

Distillation Unit Running 
/' 

I Down 

Tank 51· (Ru~g I Down 

... 

Tank 55 ·1 Runnirig 
/ 

I Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Time 

Spent Carbon Placed in 

Roll Off Box No. for 
Offsite Combustion 

~· 

-- ~--- ~-- ------- -- -- ·- ~---~--~ ------------ --- ~--- --------- ----------~·-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

'1. Condition 0.1.17 Ret.:ord KE?eping Requirements (c) . 

PCI shall docume.nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Instrument. Calibration Gases: 

Background lnstrunil:mt Reading: 
' . . 

Lo.cation of Carbon 
Control Device 

ATDU I OWS.· .. ; 

Area 8 -- Tanks 52,53,54 
Tanks 02 throuah 04 

Distillation Unit 

Tank 51· 

Tank. 55 

Revised 2/10/09 

Unit Status 

Running I Down --
. Ru'1J)!ng Down 

Running 
/' 

Down 

Running I Down 

Runnin_g . I Down 

Run~g Down 

Ru~g I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

Y/N Date Time 

-- .-

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

~-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
Condition 0.1.17 Ret.:ord Keeping Requirements (c) · · 

PCI shall docume'nt compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION - -- - - - -- - -----

Inspector: 

Ba-ckground Instrument Reading: 

Location of Carbon Unit status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
·~- -

'' -
CARBON OR 

SDS Shred Runnfng Down - - -
ATDU I OWS ' Running Down 

/ - - -
Area 8 --Tanks 52,53,54 Ru~ng Down 

Tanks 02throu h 04 ---- - -
Distillation Unit RunpJng. Down - - ~ 

Tank 51· Runr,;ng Down :!: - - -
Tank 55 Runni" Down - -· -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 ReGard K~eping Requirements (c) . 

PCI shall docume-nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ·· j (_ J. · 
_ . f ~ {}~· CV\ 

Date of IJ;spe_ctioJf_ 
[/ 

J Time:_ ,<; oo H vv! 
. ' 1/~-:t;/t 
Shift: (First or~) 

.~ .. 

Monitor ID: 
· -~ ·, £e- e.- ,}._ooo 

Instrument. Calibration Gases: -~ · / 
. . =1:':; 0 .b .; ·t:, ·~ ... ! (){) ,ffl"'l\ 

Ba~ckground :lns:~urri(mt Reading:/· . O . O 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: R~/ 
Down 

!l fi) 
.. 

CARBON . OR (F:J.,;~,. -· ·- ·-
SDS Shredd~r-...../ Ru/g Down 

l:f(;, 0 If Jl) - -
ATDU I OWS.-. · Runni!)-9 Down 

01 ~ () if /J -
t/ c~ I -

Area 8 --Tanks 52,53,54 Run7 Down 
'6 _:; Sr L/ fl- /J ----(Tanks 02throu~h 04) 

- -
.( 

Distillation Unit Runf. Down 
)_ 77 L! Q .!1 A) < ') I - -

. i. ~l .:"".._ ~ 

Tank 51- Ru7 
Down 

/'7 L6 t i 7 (!) ff A) -- 1·· -
'. 

Tank 55 Ru~g Down j_ 4 I - -
------ ··-- --
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D. 1. CARBON ADSORPTION MONITORtNG LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 ReGard K~eping Requirements (c) 

PCI shall document compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ,• 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Runnin9 Down 

/ 
·- ·--· 

.Runnfpg Down 

/ 
- -

ATDU I OWS.·. ' Runni!W'' Down 

/ 
- -

I Area 8 --Tanks 52,53,54 Running -
Tanks 02throu h 04 

._. 

Distillation Unit ----- -
Tank 51· -- -
Tank. 55 ~ 

L-.~-
- ----.. 

Revised 2/10/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n D.1.1 0 Carbon Adsorber/Canister M'onitoring 

" Condition 0.1.17 Record K~eping Requirements (c) 

PCI shall docume-nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan-ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

lnsp~ctor: -- - --

Monitor 10: 

lnstrument __ Calibration Gases: 

Ba-ckground -lnstrurrii:mt Reading: 
. . -

Location of Carbon 
Control Device 

Unit Status 

Running I Down 

_Runnfng 

.;··· ' Running 

Running 

Running 

Tank 51- Running 

Tank. 55 Running 

Revised 2/10/09 

Exhaust Visual 
Insp. 

Carbon 
Replacement· 

Y/N Date Time 

--

-

Spent Carbon Placed in 

Roll Off Box No. for 
Offsite Combustion 

---
(;-

--
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. ... . '"-"~ D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

' Condition0.1.17 Ret:ord KE}eping Requirements (c) 
, 

PCI shall docume-nt compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument. _Calibration Gases: 

Ba-ckground Tnstrl.imEmfReadiifg: 

Location of Carbon 

Control Device 
Unit Status 

Running Down 

/ 

Runl'_!fng Down 

. .;•·· ' Run"'ing D~n 

Area 8 -- Tanks 52,53,54 

Tanks 02 throu h 04 

Run ping Doyn 

Distillation Unit Ru7ng: Down 

Tank 51-
1 Running Down 

1-

Tank 55 
·1 Runnirig Do? 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

--

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

'J<-

----



. -- 0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

" Condition 0.1.17 Re<.:ord K~eping Requirements (c) 

PCI shall docume"nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ,. 

Monitor ID: 
c_~ 

Instrument. Calibration Gases: 
·-r 

__].._~ 

Background Instrument Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recov~. System: Running Down 

- . . ~ ~~- ·// 
- .. '- ..___ ___ 

* 
RunnfJJg Down - -

(/ 

ATDU I OWS. .:; ... Ru/Pg Down ·- -

Area 8 --Tanks 52,53,54 Ru/g Down -----
Tanks 02throu h 04 

-

Distillation Unit Ru7g Down --- -

Tank 51· R7g Down - -

Tank 55 Rvg Down - -
--·- ---

Revist::d 2/i0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 

~' Condition 0.1.17 Ret.:ord KE;!eping Requirements (c) . 

PCI shall document compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: .. 

·cJ.Co~-.-tJ:I c·~ · .. 
Date ~f11ns,B-(;c!ion: · ·II 'Time: 

. . 1 / .2 ) . //sf-~" . . . S' L~ 0 ll-l:l/1 
Shift: (First o~) 

.... 

Monitor ID: '· 
t {IV. r !J-v.L ~~O(~t! '-' 

Instrument. Calibra~n Gases~ / 
~ St5 .h L "-T II -r "' (. /6 [) fr;c:J £-V\,. 

Ba-ckground lnst~unient Reading: 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Ru7 Down 
. . /~~ - fr 

:·-

CARBON . OR (FLAR!f -~ ·-
SDS Shredde)'--' Ru7g Down I')\- () )4- J1J - -

ATDU I OWS.·. ·· Ru/g Down i /( ii A) 
(): ~)_ - - . 

Area 8 --Tanks 52,53,54 Ru7 Down ~{j It JJ 
(Tanks 02-through 04} Cl I f 0 -- -

Distillation Unit Ru/g Down 
{) J4 rJ \ J 1.1 f\ 1':) -

'1' l 
-

Tank 51 Ru/g Down 

I 6 If lJ 
} 

I -
'. -----. 

Tank 55 R/rig Down I I l / -i 
--

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 
1. Condition 0.1-.17 ReGard Ke,eping RequiremEmts (c) . 

PCI shall docume'nt compli<ince oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4; CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: .. 

Date 

Monitor ID: 
L 

Instrument Calibration Q_ases: 
_Ls 

Background lnstrurricmt Reading: 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

~. /7\ . 1/ ~ ---CARBON OR . LA * -
SDS Shredde Runntng Down 

/ - -
ATDU I OWS .· ,. Runn"ng Down - - -
Area 8 --Tanks 52,53,54 R7g Down •. - --
Tanks 02throu h 04 ~ 

Distillation Unit Ru/g· Down 
~ -

Tank 51· R7g 
Down -· ~' 

, Tank55 Run u"ig Down "~~-~~ 
~~ ·~ 

I 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n b.1.1 0 Carbon Adsorber/Canister M.onitoring 
Condition 0.1.17 Ret.:ord KE}eping Requirememts (c) . 

PCI shall docume'nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspect~r: ·· +e_,)C 0
1'""~·;7 !d 

Date <;>f ln~pej:tion: 
. . c1,/)! /!f../ ~~' 

· u I Time: 

Shift: (First or~) 
.~ .. 

Monitor ID: . 
-c~c .. lcoc i c/i. ' 

lnstrumentCalibration Gase!?: / · 
. T :\,· ,hI~+,; ~Jl ;;;_..._ '6 6 fYrP ~~1 

Ba-ckground lnst~urrient Reading: . O_ 
. ' . . 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: 
R7 

Down 

CARBON. OR ~~ - If - . -
SDS Shredder~ RuZ/g Down 

t'if If A) - -
ATDU I OWS .. · Ru7 Down 

b _(1_ /\) r. ~ 
- -

j I 

Area 8- Tanks 52,53,54 Ru:/~_g Down 
( i 2 "-( , c( /:J ff rJ -

(Tanks 02throu_g_h 04}_ 
-

Distillation Unit Ru7g· Down 
~~·:,y_ 

l 
() 4 !I) -

"')<{ ! -
. I. I 

·Tank 51· Ru:;ng Down 

Ill~ ~I I h JJ 
_j<, 

J) --- -
'. .. jj 

! Tank.55 R~g Down ., If - -~ 
----_-' 

I I 

Revised2/l 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 o Carbon Adsorber/Canister M'onitoring 
'- Condition 0.1.17 Ret.:ord KS!eping Requirements (c) 

PCI shall docume'nt compliance l:!y monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

. i and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: .. 

II 

• I 

Date of lr""nor-finn· · Time: s ·~ '-'q,!~7 1'-. e s I, 
... 

Sh1ft: rr ·or eco:m;l) 

j 
Monitor ID: 

:· ... Background Instrument Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Dati;! Time 
Running Down 

,_....- - __, -
Runnfng Down 

.-/ - - -
ATDU I OWS .·. Running Down - - -
Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 ,/"' - .- -
Distillation Unit Running Down 

/' - ~ 

Tank 51· Run~ Down ~· - - -
Tank. 55 Run~g Down - - -, 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 
Condition 0.1.17 Ret;ord K~eping Requirements (c) 
PCI shall docume.nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CA.RBON ADSORPTIONSYSTEM INSPECTION 
---- ----- -- -----· -- - --- ------ --- --- -

Inspector: -- _ c/ C / 
- - C: o-(,7 

-

Date of l~spi'f~on:- v -
- - ~ ).$/ ~-'\ 

)Time:_ fl 

Shift: (First or~eco_~ 
.~ 

- _-
Monitor ID: 

tVll ~ ; (2(A L J-oo o 
Instrument_ Calibration Gas-1.: /. -

J ~::J'J Jw •/ ''-t' V'l e / () (~) f~f ,/1/' 

Baekground lnstrumEmt Reading: 
.0. 0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in J 

Control Device Insp. Replacement Roll Off Box No. for · 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Ru~7/ Down 

CARBON . OR ~~;) It ;t! 
~ 

-- ·-
SDS Shredder------ Ru7 Down //- ;U 

-' ! ~ 
- -

ATDU I OWS _._ ,. Ru7 Down 4 c; 0.7 0 f() - -
I •_; 

Area 8 - - Tanks 52,53,54 R~7 Down .rj !+ tJ (),() 
-

(Tanks 02-throu!lh 04) (") -
Distillation Unit R7_ Down 

/t(( 7 4 (Vi 
·:;_ ! (J 

-
' 

-

Tank 51· R/g Down _,./' }0 If A} 
} 

7 I~) 41 I - - -
'-

Tank 55 Runnirig Down I / --- -
/ ' 

Revised 2/i0/09 
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~ - D. 1. CARBON ADSORPTION MONitORING LOG FOR DAILY AND QUARTERLY 

. Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

' Condition 0.1.17 Ret.:ord KE?eping Requireni~nts (c) 
. 

I 

PCI shall document compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ::.-,, j (, .j · · 
· · _ · I -e 0 .,._/} _. "'./7 -

Date of lnspe~t~ v · 
· · '1 ( lt I ' '\ 

jTime:_ If 
Shift: (First or Seco_~) 

... - . 

. -
Monitor ID: 

!!'/]I-~ I ~~ f_ ).Q(J D 

Instrument_ Calibration Gase_!!. . J, .·-/ /, . 
. ' .1 "'~ ''- ' 'L h e_ /6()~~~ 

Ba-ckground lnstrunii:mt Reading: I 

. (). 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery S_ystem: Ru7g Down 

CARBON ' OR ~R.¢ /} IV 
•. - -- -.._ 

SDS Shredd~ .Ru7g Down 
() It tJ - -

-s-'7 
-

I ATDU I OWS. ' Ru7 Down 
11 3 G, 4 !() -

I 
0 () (] -

Area 8 --Tanks 52,53,54 R/g Down 
"1 J () 4 ;J o, I 

-
{Tanks 02-through 04) 

-

Distillation Unit R~7 
Down 

.. L /· ;;:. , /c~ f) ;rJ 
/ {) - - -· 

Tank 51· R~7 
Down /) tJ 

--~ 

C"'-ll 3 1 I () --
'' .. D 

-

Tank. 55 R7g Down ' ! 

I 
_./ 

--- ------- ·-

{ - I 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

. ., Condition 0.1.17 Ret.:ord K~eping Requirements (c) . 

~ 

PC! shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

. . . . 

D.l.l4 CA:.RBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ~ .. Lc ~ 
. . e(). c~·/ L· 

Date of lnsP,ection; · 

. . ·<t !so Ll" 
(/ I Time:_ :)( a #i 

Shift: (First o(SeCo_~ 
.... 

Monitor ID: ·. Ke- L 1: )£:rQ Q 

lnstrument.Calibration_§ases: ~J,, /t 
. · _J ~ r: )-, t-.. . ,; Cl" ( I(JG f/~"7 

Background Instrument Reading: 1 

. . . ,· 0 I (J . • 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON . OR /C".J~~ .. / - ~ !i ·- ·- -

SDS Shredde~ Runnfng/ Down 
0 ;/_ jl) 

/' -li 7 - ~ 

! . 
I ATDU I OWS.-. ' Ru/ 

Down IJ ;t) 
I 

I :_I I 
. I 0 -

U (I -
I Area 8 --Tanks 52,53,54 Ruj.· Down 

llTanks 02-through 04) <; ( 'i? () f I .0 !J ;V - .-

1 Distillation Unit Ru7' Down 
0 A_ tJ -

L 
l!/1 ] ( j_ -

1 Tank 51- - R~-
Down 

~~ I ~ ff_ (\) 
- ·-;, 

i 
i . 'J l ) 0 -

'. .. 1.; . J 

I Tank.55 R7n9 Down / fJ --· -~ I 7 ll - -
I 

.I 
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